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Mechanical Data Feature
Item Standard Value Unit 1. Built-in controller Samsung-(KS0107 - KS0108 or equivalent)
Module Dimension 93.0x70.0 mm 2. +5V power supply
Viewing Area 72.0x40.0 mm 3.1/64 duty cycle
Mounting hole 88.0x 65.0 mm 4.N.V. Built-in
Dot Pitch .52x0.52 mm i
o 0.52x0.5 PmNO_ Symbol Function
1 Vss < GND
Absolute Maximum Rating > vdd  Power supply (+5V)
Standard Value 3 Vo Contrast Adjustment
Item Symbol Unit . .
min. | typ. | max. 4 D/I Data/instruction
PowerSupply | VDD-VSS |4.75| 5.0 | 5.25| V 5 R/W |Dataread/write
Input Voltage Vi 03| -—- | vbp | V 6 E H—L Enable signal
Note : VSS=0 Volt, VDD=5.0 Volt. 7 DBO Databusline
8 DB1 Databusline

9 DB2 Databusline

Electronical Characteristics

10 DB3 Databusline

It Conditi Standard Value ;
em Symbol| Condition min.| typ.|max. Unit 11 DB4 | Data busline
VDD L level 0.7vo0 | --- Voo | V 12 DB5 Databusline
Input Voltage
\Yile} H level 0 - 0.3V | V 13 DB6 Databusline
Supply Current | IDD VDD=5V - |25 |75 |m 14 DB7 Databusline
B -20°C 9.9 [10.4 [10.9
Recommended LC Driving 0°C 9.7 |10.2 [10.7 15 CS1 | Chip selectforIC1
Voltage for Normal Temp. ~ 25°C 89 194 199 | v .
I VDD-V0 50 56 91 96 16 CS2 | Chip selectforlIC2
ersion module o ki
70¢C 8.4 189 |94 17 RST Reset
LED Forward Voltage| ~ VF 25°C - | 42 | 46 |V 18 Vee Negative voltage output
25%C [Aray[ --- | 330 | 660
G h' LED Forward Current|  IF |Edge] -~ [ 120 | 240 [mA 19 A Power supply for LED+(4.2V)RA=0Q
ragyplg EL Power Supply Current|  IEL | Vel=110VAC;400Hz | --- | --- | 5.0 | m 20 K Power supply for LED (0V)

RG12864A Graphic 122x64 dots
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LED B/L EL or NO B/L
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